
STEALTH AC 120V/277V
No Remote Drivers + Greater Lumen Output + Lower Install Cost = Stealth AC
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S T E A LT H  A C

Stealth Modules Snap Easily into the 120V/277V 
AC Direct Slot, and Mix or Match for a Custom Layout. 
The 1.5" MCTRTS Line Voltage AC 

trimless recessed ceiling slot system 

is powerful with light output up to 

4000lm on the 8' linear diff used 

module (MC196), and 1500lm on 

the adjustable spot (MC315).

The direct 120V and 277V powered 

modules off er the simplicity of AC 

installaঞ on without the challenge 

of bulky remote step down 

transformers, making it perfect for 

minimalist spaces with a variety of 

lighঞ ng elements.

The recessed slot’s 120V/277V 

power feed is designed for below 

ceiling access with the linear and 

mulঞ -celled modules snapping easily 

into the slot and daisy-chaining 

together. This will provide a mixture 

of general ambient and task lighঞ ng.

Spotlight, pendant and color-

changing RGB+W module opঞ ons 

provide accent lighঞ ng to create 

drama within any space.

ModuLED Stealth modular design 

components are designed for medium 

to high ceiling heights in retail, 

hospitality, commercial, and high end 

residenঞ al applicaঞ ons. 

Mix and match them to create a 

minimalist lighঞ ng layout soluঞ on 

that is uniquely suited to the needs of 

your interior space.
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18" 

12" 

36" 
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Selected modules are available in 12", 18", 24", 36", 48", 72", and 96" lengths

imalist spaces with a variety of 

ঞ ng elements.

24"

18" 

12"

Quick-Connect
for Power
Transformer

Quick-Connect
for 0-10V Dimming
Control

Driver
on Board

34  ModuLED

Modules daisy-chain
together for easy 
installaঞ on



120V/277V/347V
integral power supply per 
module with no voltage 
drop or remote drivers

Why AC? Less Headaches. 

120V/277V/347V
integral power supply per 
module with no voltage 
drop or remote drivers

Module snaps into track 
and holds securely with 
posiঞ ve latching clips

Small 1-7/16"W
aperture

(Shown actual size)

Track system increases
heat dissipaঞ on

Up to 4-circuits and 
indirect dimming

4
CIRCUITS

> lm
Increased lumen output 
from 650 to 4000lm

A Lot Smarter. Mulঞ -Circuit, 
Individual DALI/DMX Dimming, 
EcoSystem Compaঞ ble

MORE LUMENS

LESS CIRCUITS

MORE BRAINS MORE OPTIONS

LESS WIRING

Your pendant here.
Contact factory for more 
informaঞ on
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MCEXT
Exit Sign

MC6PD
LumenPad

MC1
Linear 

Diff used
(RGB+W)

MC2
Downlight
Directed

(Louvered)

MC3
Adjustable

Spot

YOUR
PENDANT
HERE

MC1
Linear

Diff used

120V/277V
Input

MC4
Pendant 

Spot

RECESSED TRIMLESS (MCTRTS)
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MC2
Downlight
Directed 

(Louvered)

MC3
Adjustable

Spot

MC4
Pendant

Spot

MC1 
Linear

Diff used

SURFACE (MCTSRF)
120V/277V
Input
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MC2
Downlight
Directed 

(Louvered)
MC1
Linear

Diff used

PENDANT (MCTPDN)

MC3
Adjustable

Spot

120V/277V
Input
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MC4
Pendant

Spot

PENDANT SUSPENSION OPTIONS

STM: 32" 
Square Stem

ARC: 60" 
Aircraft Cable

LVC: Integral 
Low Voltage

CRD: 96" 
Solid Cord




