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A C O U S T I C  C L O U D  W /  L I G H T I N G  E L E M E N T

Control Sound and Illuminate 
your Space with the Same Fixture

RLS -1331 Kit
shown with
Acousঞ c Cloud 
Oval
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Integrate Lighting into your Acoustic Solution.

ModuLED off ers a range of fl oaঞ ng acous  c panels with integrated ligh  ng. 

The panels create a cloud-like illusion when suspended. With clean lines and 

simple, two-dimensional geometric forms, ModuLED acousঞ c panels elegantly 

hold space as both a design feature and a high-performance acousঞ c absorber. 

Made from 100% polyester fi ber, the acousঞ c panels are lightweight yet 

strong; easily installed on ceilings and walls without the need for clear space, 

as the channels, clips, and suspension wires require limited contact. The 

adjustable suspension system allows you to set the hanging height with ease, 

giving you the ability to target mulঞ ple frequency levels within the space. 

Features & Benefi ts
 • Integrated ligh  ng & 

 acous  cs solu  on

 • Delivers excellent acous  c 
 performance 

 • Suitable for wall and 
 ceiling applica  ons

 • Low VOC — benefi cial for IEQ

 • UV resistant quali  es

 • No formaldehyde, crystalline silica,
 or other carcinogens

 • Easy to remove and clean

 • Hides ceiling services

 • Durable, providing long-term 
 stability and performance

Applica  ons
 • Decora  ve and func  onal acous  c  

 treatment for interior spaces

Cer  fi ca  ons

 Mindful Materials

 Environmental Product
 Declaraঞ on

 GreenRate – Level A

 Declare – Internaঞ onal Living
 Future Insঞ tute

 LBC Red List Free

 Heath Product Declaraঞ on

 CDPH Standard

 ISO 14001 – Environmental
 Management

 ISO 9001 – Quality Management

 ISO 45001 – Health and Safety
 Management

Stealth LIT STR8
shown with
Acousঞ c Cloud 
Right Angle Triangle
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A C O U S T I C  C L O U D  W /  L I G H T I N G  E L E M E N T

DetailsAcous�c Cloud

ModuLED Acous�c Cloud is a range of floa�ng acous�c panels that create a cloudlike
illusion when suspended. Made from 100% pol yester fibe r panels are ligh tweight
yet strong—holding form over their life�me. Panels can be installed on ceilings and
walls without the need for clear space, as the channels, clips, and suspension wires 
require limited contact. 

Fire Ra�ng ISO 9705: 1993: Group 1-S, AS ISO 9705 – 2003: Group 1,
24 mm BS EN 13501-1:2018: B - s 2, d2. ASTM E-84-15a: Class A, FS:0 - SD:45.

Specifica�on

Product
overview

ModuLED Acous�c products meet criteria for WELL, LEED, Green Star, and BREEAM building
ra�ng systems, helping you achieve cer�fica�on for your project.

• Carbon neutral product
• Zero carbon manufacturing
• Recycled content
- >60% recycled material

• Low VOC and CDPH compliant
- <0.092 mg/m3 (7 days)
• Zero waste manufacturing ini�a�ve
• Sustainable supply chain and
 an�-modern slavery

Sustainable material

Environmental
cer�fica�ons

Cer�fying your
green building

Acous�c performance
Sound Absorp�on Coefficients According to ISO 354.
University of Auckland Tes�ng Service
Horizon Oval direct fixed on clips - test no: T1805-1
Horizon Oval suspended 8" - test no: T1805-22
Horizon Oval suspended 16" - test no: T1805-21
Horizon Oval suspended 32" - test no: T1805-11

ModuLED Acous�c Cloud is specifically designed to reduce and 
control reverberated noise and echo in building interiors.

Frequency (Hz) 125 250 500 1000 2000 4000 Per 
unit

Horizon Oval

Horizon Oval

Horizon Oval

(1" suspended 8") 0.8 2.1 2.9 3.3 3.8 3.9 3.0

(1" suspended 16") 1.4 2.0 2.7 3.7 4.3 4.4 3.1

(1" suspended 32") 1.1 1.7 2.8 4.1 4.8 4.8 3.4

All results are reported in metric sabin - per unit. Equivalent sound absorp�on area
according to ISO 354 measurement of sound absorp�on in a reverbera�on room.
Average absorp�on (sabins per unit) calculated at one-third octave bands centered
on 250 Hz, 500 Hz, 1000 Hz, and 2000 Hz, and rounded to the nearest 0.05.

Product specifica�ons
IIn situa�ons where product is being installed near fire protec�on
systems (e.g. sprinklers or fire alarms) relevant building codes,
standards and design rules must be adhered to. Please consult
the project engineer and relevant expert such as a fire
protec�on engineer.

Product name ModuLED Acous�c
Composi�on 100% polyester fiber
Tolerance (+/- 0.2") x (+/- 0.2")
Thickness 1"
Tolerance (+/- 6%)
Weight 12 oz/�2
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• ISO 14001 Cer�fied Environmental
 Management
• Health Product Declara�on
• CDPH Standard

• EPD – compliant with ISO 14025
 and ISO 15804
• Declare – Red List free
 (third party verified)
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Oval Rectangle

Acous�c Design op�ons (Maximum Dimensions)     

Square Right Angle Triangle

Circle Hexagon

Bosco

Ironbank

Zenith

Opera

Senado

Beehive

Parthenon

Acros

Lotus

Tree House

Gherkin

Galaxy

Muralla

Falling Water

Pinnacle

Cavalier

Rosada

Sargazo

Petronas

Empire

Fla�ron

Savoye

Pavilion

Acoustic Color Options
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