
DC - 24V Low Voltage



It's about time to get in line, 
and stop the clutter. So go ahead, 
rethink, reimagine, and put your 
space in line.
Introducing the World’s fi rst modular lighঞ ng system 

that integrates ambient, spot and wall wash lighঞ ng, along 

    with Exit & Emergency lighঞ ng and Audio 

     & Visual Technologies

S T E A LT H  D C

A custom uninterrupted 

look without the custom price; specifying, 

esঞ maঞ ng, ordering and construcঞ ng the space your customer 

always wanted is now modularly simple. 

With a variety of glare-free lighঞ ng elements neatly placed in recto-

linear fashion, ModuLED Stealth brings a re-envisioned unclu� ered 

ceiling that is fashionable, funcঞ onal as well as aff ordable. 

ModuLED Stealth – the lighঞ ng system reimagined 

with endless possibiliঞ es.
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Ceiling or Wall Mount 

Control: 
 •2-Wire Incandescent

 0-10V
 •Bluetooth
 •DALI

Voltage: 
 •24V

Length: 
 •24", 48", 72", 96"
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Featuring Recঞ linear slot and illuminated modules …
that have been designed to bring the clu� ered ceiling in line.

One System, Many Possibiliঞ es

S T E A LT H  D C

ModuLED is a recঞ linear slot and illuminated module 

lighঞ ng system that has been designed to bring 

“the cluttered ceiling in line.”

ModuLED integrates ambient, spot and wall wash 

lighঞ ng, Exit & Emergency lighঞ ng and Audio & Visual 

Technologies, to produce an unclu� ered ceiling that is 

fashionable, funcঞ onal as well as aff ordable. 

ModuLED off ers a custom look without the custom 

price, simplifying specifying, esঞ maঞ ng, ordering, and 

construcঞ on to create the space your customer 

has always wanted.
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Off ering maximum fl exibility to create unique 
design soluঞ ons, and customize any space.

Unobtrusive lighঞ ng for quiet unclu� ered ceilings. Add a dash of color or alternate colors to
accent the mood of an interior space.

Create visual accents, highlight architectural 
features and add ambience to any interior space.

3-Axis Linear Ligh  ng Wall Wash

Recessed Slot Miniature Ligh  ng RGB+W Accent Ligh  ng



Mulঞ ple module opঞ ons 
can run in-line on the 
same slot.
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Reduced amperage draw allows for more LEDs on 
the circuit with less voltage drop.

Pendant mounted slot system with 
staঞ c white or RGB+W indirect uplight to 
liven up an interior space

Add some sparkle to jazz up and add addiঞ onal 
interest to your interior space.

Integrate in-line egress lighঞ ng without the
addiঞ onal clu� er.

24V Architectural Slot Ligh  ng

Custom Confi gurable Pendants

Pendant with Uplight

Emergency Back Up & Exit Signage



FIVE MOUNTING SLOT OPTIONS
Recessed Flanged, Recessed Trimless, 
Recessed Trimless Wood, Surface & Pendant

S T E A LT H  D C

ModuLED mounঞ ng slot systems are designed 

for a variety of ceiling heights in retail, hospitality, 

commercial and high-end residenঞ al applicaঞ ons 

that benefi t from zero sight line linearity and 

symmetry in modern interior lighঞ ng designs. 

They are available in a White fi nish to give depth 

to ceiling planes, or a Black fi nish to provide a visible 

separaঞ on above sight level. Custom fi nishes are 

also available. Please consult the factory 

for further details.

Recessed Flanged (MTRFG), Recessed Trimless 

Wood (MTRTSWD, and Recessed Trimless (MTRTS) 

mounted slot systems mount within dropped ceiling, 

wood and drywall surfaces and are ideal for interiors 

with low ceiling heights.

Surface (MSRF) mounted slot systems are designed 

for concrete slab ceilings and surfaces where 

recessing the luminaire would be cost prohibiঞ ve 

Pendant (MTPN) mounঞ ng slot systems are 

designed for interiors with taller ceiling heights.
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RECESSED TRIMLESS (MTRTS) SURFACE (MTSRF)

PENDANT (MTPDN)

RECESSED FLANGED (MTRFG)



Recessed Trimless 
(MTRTS)

Recessed Trimless
Wood 

(MTRTSWD)

Recessed Flanged 
(MTRFG)

1-7/16"

Surface 
(MTSRF)

Pendant
(MTPDN)

MOUNTING METHODS

MP946-RTS
Trimless X

MM2 Louvered
Module

MM3 Adjustable 
Spot

MM4 Pendant 
Spot

MP944-RTS
Trimless L

MP943-RTS
Trimless L

MP905-RTS
Trimless T

MP944-RTS
Trimless L
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AVAILABLE CORNERS AND CONNECTORS



S T E A LT H  D C

RECESSED FLANGED (MTRFG)
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Other Modules
can be found
on pages 16-19

MM2
Downlight Directed 

(Louvered)
MM4
Pendant SpotMM1 

Linear Diff used

MM8J
2-Spot Recessed

(Adjustable)



RECESSED TRIMLESS (MTRTS)

Other Modules
can be found
on pages 16-19

MM2
Downlight Directed 

(Louvered)

MM8J
2-Spot Recessed

(Adjustable)

MM1 
Linear Diff used
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S T E A LT H  D C

SURFACE (MTSRF)

MM2
Downlight Directed 

(Louvered)

MM8J
2-Spot Recessed

(Adjustable)

MM1 
Linear Diff used

Other Modules
can be found
on pages 16-19
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MM8J
2-Spot Recessed

(Adjustable)

MM2
Downlight Directed 

(Louvered)
MM1 

Linear Diff used

Other Modules
can be found
on pages 16-19

PENDANT (MTPDN)

PENDANT SUSPENSION OPTIONS

STM: 32" 
Square Stem

ARC: 60" 
Aircraft Cable

LVC: Integral 
Low Voltage

CRD: 96" 
Solid Cord
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S T E A LT H  D C

ILLUMINATED MODULES
Linear Downlights, Adjustable Spots, Pendants & Other Devices.

A wide range of modules 
are available for ModuLED 
mounted slot systems that 
incorporate lighঞ ng, egress, 
audio & visual technologies

Linear and Mulঞ -Celled 
Downlight Modules provide 
ambient lighঞ ng and task 
lighঞ ng. 
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LINEAR DOWNLIGHT MODULES

(MM1) Diff used Staঞ c White 
Evenly distributed downlight to 
create a refi ned look. 
500lm (9W)/[ , 700lm (15W)/[ , 1'-8'L

(MM8) 2-Spot Recessed Downlight 
Allows downlighঞ ng to be spread out 
evenly and cleanly. 500lm (5W)

NEW (MM1WW) Wall Wash 
Bathes verঞ cal wall surfaces and provides 
diff use lighঞ ng throughout the room. 
2' - 1400lm (25W), 4' - 2800lm (50W) 

NEW (MM8-WW) Wall Wash 
Spread lens inserts redirect light to provide 
a wall wash eff ect on verঞ cal surfaces. 
Fixture is also available in Spot and Flood.
450lm (5W)

(MM1) Diff used RGB + W 
Featuring a variety of color 
temperatures and beam spreads. 

(MM2) Downlight Directed
Louvered downlight with a UGR less than 10. 
6" - 1000lm (11W), 12" -  2000lm (22W), 
18" - 3000lm (33W). Title 24/JA8 Compliant

DMX

NEW WALL WASHES!



ADJUSTABLE SPOT MODULES

Adjustable Spot modules 
are designed to wash walls, 
add accent, and highlight 
focal points. Color changing 
modules add drama and 
mood to jazz up an interior 
environment.

(MM8J) 2-Spot Recessed Adjustable
Featuring a variety of color temperatures 
and beam spreads. 500lm (5W)

(MM2J) Downlight Directed 
(Adjustable)
Excellent visual cutoff  in a louvered 
adjustable downlight. 1000lm (11W)

(MM3) Adjustable
Spot Round
1.5" & 2.5" dia. with opঞ onal louvers and 
fi lters. See specifi caঞ on page for ordering.
1.5"-650lm (7W), 2.5"-1500lm (15W)

(MM315) Adjustable Spot 
Round RGB + W
 2.5" dia. adjustable spot head with 
Basic RGB+W Bluetooth Control

(MM3Q) Adjustable Spot Square
Square adjustable spot head for a 
more contemporary look.
1.5"-650lm (7W), 2.5"-1500lm (15W)

DMX
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S T E A LT H  D C

SUSPENDED PENDANT LIGHTING

(MM6BL) 12" Frosted Globe 
RGB + W
DMX or Bluetooth controllable 
to set the mood.

500lm (9W)

(MM6PD) LumenPad
Super thin profi le is unobtrusive 
in design with low glare.
5"-1000lm (11W), 7"-1300lm (14W), 
12"-2000lm (22W)

(MM4) 1.5" Dia. Pendant Spot
Sleek, stylish light weight pendant 
with an accurate beam spread. 
650lm (7W)  

(MM1P) Suspended Linear Diff used 
Staঞ c White
Evenly distributed downlighঞ ng for 
spaces with higher ceiling heights.
500lm (9W)/[ , 700lm (15W)/[ , 1'-4'L

(MM2P)  Suspended Linear 
Louvered
Small, single point sources that scale 
to a line or a plane. 6"-1000lm (11W), 
12"- 2000lm (22W), 18"-3000lm (33W)
California Title 24/JA8 Compliant

(MM2D) Deco-Line Crystal
Featuring crystal pendants to bring 
sparkle to interior spaces. 
6"-1000lm (11W), 12"-2000lm (22W),
18"-3000lm (33W)
California Title 24/JA8 Compliant

Pendants can be used as 
decoraঞ ve elements, and 
they are an ideal soluঞ on for 
taller ceiling heights where 
higher lumen output is 
desired on task surfaces.

DMX
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(MMEXT) Self Luminescent 
Exit Sign DC

OTHER DEVICES

(LD533V024-1227-96-DUN-JB) 
96W Integral Power Supply

(MPD-USB) USB Adapter DC (MPD-SOCC) Occupancy Sensor 
End Cap DC

1-15/16" 

Standard
USB Type A 4-1/8" 13/16"

Modules are available for 
ModuLED mounted slot 
systems that incorporate 
egress, audio, and visual 
technologies. 5V digital 
devices can be mounted in 
line with luminaires.

 2-11/16" 

Ø 5/8" 

 1-5/16"  4-1/8" 

 13/16" 
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S T E A LT H  D C

MM8J - Adjustable Downlighঞ ng

MM1 - Linear Lighঞ ng

20  ModuLED



MM8J - Adjustable Downlighঞ ng
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S T E A LT H  D C

22MM8J - Adjustable Downlighঞ ng

MM1 - Linear Lighঞ ng
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MM3 - Spotlighঞ ng
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S T E A LT H  D C

MM2J - Downlight Directed
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MM1 RGB+W - Linear Lighঞ ng

MM8 - Downlight
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S T E A LT H  D C

MM3 - Spotlighঞ ng

MM1 - Linear Lighঞ ng
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