
With over 200° of illuminaঞ on, the ModuLED MM5R suspended 
round module is ideal for direct and indirect lighঞ ng. Aircra[  grade 
suspension cable is fi eld adjustable from 6" to 40". This module is 
off ered in variety of color temperatures. 

MTPDN
1.5" Pendant
Modular Track

MTRFG
1.5" Recessed Flanged

Modular Track

MTRTS
1.5" Recessed Trimless

Modular Track

MTSRF
1.5" Surface

Modular Track

1Refer to Modular Track Specifi caঞ on Sheets for more complete informaঞ on.
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Ordering Example: MM5RB-T27 

Warm Dimming

MM5RB
Finish CCT

SO

 

 39-7/16" 

Ø 3-15/16" 

H = 6"-40" 

Finish
Black MM5RB
White MM5RW

CCT
2700K, 90 CRI -T27
3000K, 90 CRI -T30
3500K, 90 CRI -T35
4000K, 90 CRI -T40
Warm Dimming 
1850K-3000K                                                                                                  

-TWD

Special order fi xture. Extended lead ঞ me.SO

2020.09.19

TYPE  
CATALOG#

PROJECT  

moduled.io/MTRFG moduled.io/MTRTS moduled.io/MTSRF moduled.io/MTPDN

®

™

MM5R - SUSPENDED ROUND 
HORIZONTAL LLUMINATED MODULE

COMPATIBLE MOUNTING & POWER SUPPLIES1

 •Over 200° of illumina  on
 •Warm dimming op  on
 • 20W

https://moduled.io/1-5-recessed-flanged-modular-track.html
https://moduled.io/1-5-recessed-trimless-modular-track.html
https://moduled.io/1-5-surface-modular-track.html
https://moduled.io/1-5-pendant-modular-track.html


Applica  ons
With over 200° of illuminaঞ on, the 
ModuLED MM5R suspended round 
module is ideal for direct and indirect 
lighঞ ng. Aircra[  grade suspension cable is 
fi eld adjustable from 6" to 40". This module 
is off ered in variety of color temperatures.

Housing
Extruded aluminum channel and end caps 
in black or white high quality powder coat 
fi nish for maximum durability. Diff used 
white acrylic lens slides into channel.

Cable
Aircra[  grade cable is fi eld adjustable 
allowing the fi xture to be suspended 6" to 
40" from the track.

Moun  ng
Illuminated Module fi ts into Recessed 
Flanged (MTRFG), Recessed Trimless 
(MTRTS), Surface (MTSRF) and Pendant 
(MTPDN) modular track systems. 

LED Details
Color Temperature - LEDs binned to 3-step 
MacAdam ellipses within the ANSI C78 
377A standard for color temperature and 
chromaঞ city ranges light binning allowance.  
90 CRI standard. 

Lumen Maintenance - Minimum 50,000 
hours L70 life based on ANSI TM-21 
calculaঞ ons from LM80 standardized test 
results. 

Electrical Components
Thermal Management - Eff ecঞ ve thermal 
management facilitated by integral 
extruded aluminum heat sink design for 
maximum heat dissipaঞ on to provide long 
LED life.

Driver - Highly effi  cient 24V DC with a 
power factor up to 0.99. 120V/277V 
AC for any residenঞ al or commercial 
applicaঞ ons.

Dimming - 1850K - 3000K Warm dimming 
opঞ on available.

Cer  fi ca  ons and Lis  ngs

ETL/cETL listed to UL1598 and UL8750. 
Suitable for dry and damp locaঞ ons. NYC  
approved: Calendar #41937.

Warranty
Covered by a 5 Year Warranty to be free 
of defects in materials and cra[ smanship. 
Recommended for applicaঞ ons where 
ambient temperatures do not exceed 35°C. 
Installaঞ ons exceeding this temperature 
will result in reduced LED lamp life and a 
voided warranty.  

SPECIFICATION
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HORIZONTAL LLUMINATED MODULE
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