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M O D U L A R  L I G H T I N G  B Y  L I T O N

Introducing the World's fi rst modular lighঞ ng system that 
integrates ambient, spot and wall wash lighঞ ng, along with 
Exit & Emergency lighঞ ng and Audio & Visual Technologies. 

A custom uninterrupted look without the custom price; 
specifying, esঞ maঞ ng, ordering and construcঞ ng the space 
your customer always wanted is now modular-ly simple. 

With a variety of glare-free lighঞ ng elements neatly 
placed in recto-linear fashion, ModuLED Stealth brings 
a re-envisioned unclu� ered ceiling that is fashionable, 
funcঞ onal as well as aff ordable. 

MODULED Stealth – the lighঞ ng system reimagined 
with endless possibiliঞ es.

Ceiling or Wall Mount 

Control: 
Ҍ 2-Wire Incandescent
 0-10V
Ҍ Bluetooth
Ҍ DALI
Voltage: 
Ҍ 24V
Length: 
Ҍ 24", 48", 72", 96"

IT'S ABOUT TIME TO GET IN LINE,
AND STOP THE CLUTTER. 

SO GO AHEAD, RETHINK, REIMAGINE,
AND PUT YOUR SPACE IN LINE.
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M O D U L A R  L I G H T I N G  B Y  L I T O N

The lighঞ ng system re-imagined with endless possibiliঞ es

Custom Confi gurable 
Pendants

3-Axis Linear Ligh  ng Shallow Minimalist
Recessed Downlight

Wall GrazerRecessed Track Miniature
Ligh  ng System

RGBW Accent Ligh  ng

Safety Ligh  ng w/ Emergency
Back Up & Exit Signage

24V Architectural 
Track Ligh  ng

5V Digital Device/Sensor 
Power Bus for Wireless Cameras, 

Routers, Speakers
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M O D U L A R  L I G H T I N G  B Y  L I T O N

Recessed Trimless
(MTRTS)

Surface
(MTSRF)

Pendant
(MTPDN)

Pendant
with Uplight
(MTPDU)

Pendant with Uplight (MTPDU)

Recessed Flanged
(MTRFG)

Lengths 
2',  4', 6' & 8'

Mounঞ ng Tracks
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M O D U L A R  L I G H T I N G  B Y  L I T O N

Available Corners and Connectors*

Recessed Flanged (MTRFG)  Recessed Trimless (MTRTS) Surface (MTSRF) Pendant (MTPDN)

“L” Corner 
(Ceiling to Ceiling)

MP943-RFG MP943-RTS MP943-SRF MP943-SRF

Verঞ cal Corner 
(Wall to Ceiling)

MP944-SRF MP944-RTS N/A N/A

“T” Connector MP905-RFG MP905-RTS MP905-SRF MP905-SRF

“X” Connector MP946-RFG MP946-RTS MP946-SRF MP946-SRF

* Available in Electrically Conducঞ ve or Non-Conducঞ ve



M O D U L A R  L I G H T I N G  B Y  L I T O N

Finish

White Back

3000K2700K 4000K Warm Dimming
3000K-1850K

3500K

Color Temperature (90 CRI)

Length
1' Module
2' Module
3' Module
4' Module
6' Module
8' Module

Lumens (Nominal Delivered)
500lm, 9W/Ft.
700lm, 15W/Ft.

MTSRF - Surface
Modular Track

MTRTS - Recessed
Trimless Modular Track

MTPDN - Pendant
Modular Track

MM1 - LINEAR LIGHTING
Linear Diff used, 24V (Staঞ c White)

 • Pixel free illumina  on
 • Two lumen op  ons
 • Warm dimming op  on
 • 500lm-5600lm 



M O D U L A R  L I G H T I N G  B Y  L I T O N

Finish

White Back

Dimmable with Wired DMX or
Wireless Bluetooth Controls

| DMX

Length
1' Module
2' Module
3' Module
4' Module
6' Module
8' Module

Lumens (Nominal Delivered)
350lm, 9W/Ft.
700lm, 15W/Ft.

MTSRF - Surface
Modular Track

MTRTS - Recessed
Trimless Modular Track

MTPDN - Pendant
Modular Track

MM1 RGB+W - LINEAR LIGHTING
Linear Diff used, 24V (RGB+W)

 • Bluetooth or DMX compatability
 • 1 million plus colors available
 • Achieve Pastel colors

Dimming
Basic Bluetooth
Control
Hardwire PWM 
Dimming



M O D U L A R  L I G H T I N G  B Y  L I T O N

Finish

White Back

3000K2700K 4000K3500K

Color Temperature (90 CRI)

15° 60°40°   30° x 60°
   Asymmetric

Beam Spreads

MTSRF - Surface
Modular Track

MTRTS - Recessed
Trimless Modular Track

MTPDN - Pendant
Modular Track

Module Length
6", 1000lm (11W)
12", 2000lm (22W)
18", 3000lm (33W)

MM2 - DOWNLIGHTING
Downlight Directed, 24V

 • Mul  ple beam spread op  ons
 • Glare free illumina  on
 • Minimal 1" square



M O D U L A R  L I G H T I N G  B Y  L I T O N

Finish

White Back

3000K2700K 4000K3500K

Color Temperature (90 CRI)

15° 60°40°   30° x 60°
   Asymmetric

Beam Spreads

MTSRF - Surface
Modular Track

MTRTS - Recessed
Trimless Modular Track

MTPDN - Pendant
Modular Track

Length
6", 1000lm 
(11W)

MM2J - DOWNLIGHTING
Downlight Directed, 24V

 • Adjustable wall wash  lts 
 from 0° to 90°

 • Mul  ple beam spread op  ons
 • Minimal 1" square



M O D U L A R  L I G H T I N G  B Y  L I T O N

Finish

White Back

3000K2700K 4000K3500K

Color Temperature (90 CRI)

15° 60°40°   30° x 60°
   Asymmetric

Beam Spreads

MTSRF - Surface
Modular Track

MTRTS - Recessed
Trimless Modular Track

MTPDN - Pendant
Modular Track

Module Length
6", 1000lm (11W)
12", 2000lm (22W)
18", 3000lm (33W)

MM2D - DECO LINE
Crystal Pendant

 • Mul  ple beam spread op  ons
 • Glare free illumina  on
 • Minimal 1" square



M O D U L A R  L I G H T I N G  B Y  L I T O N

Finish

White Back

3000K2700K 4000K3500K

Color Temperature (90 CRI)

20° 40°

Beam Spreads

MTSRF - Surface
Modular Track

MTRTS - Recessed
Trimless Modular Track

MTPDN - Pendant
Modular Track

Fixture
2-Spot Recessed
Downlight, 500lm 
(5W)

MM8 - DOWNLIGHT
2-Spot Recessed, 500lm (5W)

 • Spot, and Flood Beam Spreads
 • 500lm (5W)



M O D U L A R  L I G H T I N G  B Y  L I T O N

Finish

White Back

3000K2700K 4000K3500K

Color Temperature (90 CRI)

20° 40°   30° x 60°
   Asymmetric

Beam Spreads

MTSRF - Surface
Modular Track

MTRTS - Recessed
Trimless Modular Track

MTPDN - Pendant
Modular Track

Fixture
2-Spot Adjustable 
Recessed Downlight 
500lm (5W)

MM8J - DOWNLIGHT
2-Spot Adjustable Recessed, 500lm (5W)

 • Two independently 
 adjustable LEDs

 • Mul  ple Beam Spreads
 • 500lm (5W)



M O D U L A R  L I G H T I N G  B Y  L I T O N

Finish

White Back

3000K2700K 4000K3500K

Color Temperature (90 CRI)

20° 40°10°   30° x 60°
   Asymmetric

Beam Spreads

Op  ons

Louver Red Yellow Blue Amber GreenSo[  
Focus

MTSRF - Surface
Modular Track

MTRTS - Recessed
Trimless Modular Track

MTPDN - Pendant
Modular Track

Lumens
1.6" dia., 650lm (9W)
2.5" dia., 1500lm (15W)

MM3 - SPOTLIGHTING
Adjustable Spot Round, (650lm-1500lm)

 • Regressed LED op  c for low glare
 • Field interchangeable op  cs
 • Fully Adjustable



M O D U L A R  L I G H T I N G  B Y  L I T O N

Finish

White Back

3000K2700K 4000K3500K

Color Temperature (90 CRI)

20° 40°   30° x 60°
   Asymmetric

Beam Spreads

Op  ons

Louver Red Yellow Blue Amber GreenSo[  
Focus

MTSRF - Surface
Modular Track

MTRTS - Recessed
Trimless Modular Track

MTPDN - Pendant
Modular Track

Lumens
650lm (9W)

MM3Q - SPOTLIGHTING
Adjustable Spot Square, (650lm)

 • Regressed LED op  c for low glare
 • Field interchangeable op  cs
 • Fully Adjustable



M O D U L A R  L I G H T I N G  B Y  L I T O N

Finish

White Back

3000K2700K 4000K Warm Dimming
3000K-1850K

3500K

Color Temperature (90 CRI)

MTSRF - Surface
Modular Track

MTRTS - Recessed
Trimless Modular Track

MTPDN - Pendant
Modular Track

Length
2' Module
3' Module
4' Module

Cable Length (CL)
24" Cable
36" Cable
48" Cable

Lumens (Nominal Delivered)
500lm, 9W/Ft.
700lm, 15W/Ft.

MM1P - LINEAR LIGHTING
Suspended Linear Diff used, 24V (Staঞ c White)

 • Pixel free illumina  on
 • Two lumen op  ons
 • Warm dimming op  on
 • 1000lm-2800lm 



M O D U L A R  L I G H T I N G  B Y  L I T O N

Finish

White Back

3000K2700K 4000K3500K

Color Temperature (90 CRI)

15° 60°40°   30° x 60°
   Asymmetric

Beam Spreads

MTSRF - Surface
Modular Track

MTRTS - Recessed
Trimless Modular Track

Length
6", 1000lm (11W)
12", 2000lm (22W)
18", 3000lm (33W)

Cable Length (CL)
24" Cable
36" Cable
48" Cable

MM2P - LINEAR LIGHTING
Suspended Linear Louvered, 24V

 • Mul  ple beam spread op  ons
 • Glare free illumina  on
 • Minimal 1" square



M O D U L A R  L I G H T I N G  B Y  L I T O N

Finish

White Back

3000K2700K 4000K3500K

Color Temperature (90 CRI)

20° 40°10°

Beam Spreads

MTSRF - Surface
Modular Track

MTRTS - Recessed
Trimless Modular Track

MTPDN - Pendant
Modular Track

Lumens
1.6" dia., 650lm (7W)

MM4 - PENDANT
Pendant Spot, 24V

 • Adjustable metallic cord
 • Field interchangeable op  cs
 • Regressed LED for low glare



M O D U L A R  L I G H T I N G  B Y  L I T O N

MTSRF - Surface
Modular Track

MTRTS - Recessed
Trimless Modular Track

MTPDN - Pendant
Modular Track

Size
5", 1000lm (11W)
7", 1300lm (14W)
12", 2000lm (22W)

Cord Length
12" 
24" 
36" 
48"
60" 
72" 

Finish

White Back

3000K2700K 4000K3500K

Color Temperature (90 CRI)

MM6PD - LUMENPAD PENDANT
24VDC

 • 90 CRI Color Rendering Index
 • Polycarbonate Frosted 

 White Lens



M O D U L A R  L I G H T I N G  B Y  L I T O N

MTRTS - Recessed
Trimless Modular Track

MTSRF - Surface
Modular Track

SPECIAL ORDER

MTPDN - Pendant
Modular Track

Size
12" Dia.

MM6BL - FROSTED GLOBE
(RGB + W)

Dimming
Basic Bluetooth
Control
Hardwire PWM 
Dimming

 • Bluetooth or DMX compatability
 • 1 million plus colors available
 • Achieve Pastel colors



M O D U L A R  L I G H T I N G  B Y  L I T O N

*To be launched 2nd genera  on

MTSRF - Surface
Modular Track

MTRTS - Recessed
Trimless Modular Track

MTPDN - Pendant
Modular Track

Fixture
8.3" x 13.3"
Self-Luminescent 
Exit Sign

Length
No Stem
12" Stem*
24"  Stem*
36"  Stem*
48"  Stem*

Single/Double
Single Side
Double Sided

Finish

White Back

MMEXT - EXIT SIGNAGE
Self-Luminescent Exit Sign

 • Maintenance free
 • No lamps or ba  eries
 • No wiring needed
 • 25-year life expectancy



M O D U L A R  L I G H T I N G  B Y  L I T O N

5V Digital Devices 
can be mounted in 
line with luminaires

MPD-USB

MPD-SOCC

 2-11/16" 

Ø 5/8" 

 1-5/16"  4-1/8" 

 13/16" 

1-15/16" 

Standard
USB Type A 4-1/8" 13/16" 

COMING SOON!

96W Integral Power Suppy

Cover

Digital Devices/Power Supplies
4A 5V USB ADAPTER (Max 20W)
Allows for power of digital devices such 
as Wireless Cameras, Routers, Speakers 
and other 5V Elements

60W Occupancy Sensor
Turns ModuLED system off /on based on 
human presence in room.

96W 120V/277V 0.1% 2-Wire
Power Supply

Other dedicated devices coming soon.

DIGITAL DEVICES/POWER SUPPLIES
Other In-Line Ceiling Devices



M O D U L A R  L I G H T I N G  B Y  L I T O N

ModuLED's Matrix 1-15 cell linear LED luminaires shine as a 
low-glare recessed lighঞ ng soluঞ on with a unifi ed glare raঞ ng 
UGR of 10 for excellent visual comfort. A cluster of Matrix 
luminaires can be scaled up to meet the needs of any size interior 
with trimless opঞ ons for a quiet, low-clu� er ceiling, off ering 
lighঞ ng precision for effi  ciency and cost savings.

Scalable, precision & uniformity
in miniature linear LED Lighঞ ng

 •Compeঞ ঞ vely priced modular design

 •Lumen packages up to 33W, 3000lm delivered

 •15°, 30°, 40° beam spreads

 •Adjustable versions pivot ±25°

 •Glare free, precision, uniform lighঞ ng



M O D U L A R  L I G H T I N G  B Y  L I T O N

1.25" to
1.5"*

 1.25" to
1.5"*

2-3/8" Typ.
for all luminaires

DRIVER
Top View

DRIVER
Side View

LUMINAIRE
End Cap

1.44" 

4.75" to 8"* 13"
to Fixture 

Downlight Downlight & Wall Wash
1.44" 

6"
 N

om
in

al

12
" N

om
in

al

18
" N

om
in

al

2.5" 

1.44" 

2.5" 

1.44" 2.5" 1.44" 1.44" 1.44" 

Styles: Flanged, Trimless, Adjustable with ±25° angle

Voltage: 120V-277V

Dimming: 0-10V, 2-Wire and ELV

CCT: 2700K, 3000k, 3500k and 4000k at 90CRI

Finishes: White, Black, Custom

MXLFG
Flanged Downlight

MXLTS
Trimless Downlight

MXJFG
Flanged Adjustable

Downlight

MXLJTS
Trimless Adjustable

Downlight

MXSRF
Surface Mount

Downlight

1-15-Cell Fixed or Adjustable, 200-3000lm (2-33W)

MODULES

1 Cell
200lm (2W)

2 Cell
400lm (4W)

4 Cell
800lm (8W)

5 Cell
1000lm (11W)

10 Cell
2000lm (22W)

15 Cell
3000lm (33W)



M O D U L A R  L I G H T I N G  B Y  L I T O N

Trim FinishCell Finish

White Custom Silver Black White Back

?

3000K2700K 4000K3500K

Color Temperature (90 CRI)

15° 30° 40°

Beam Spreads

67°

Angle

MXFLG / MXLTS / MXJFG / MXLJTS / MXSRF
Flanged / Trimless / Adjustable / Surface Mount

Dimming
0-10V Dimming 
(120V/277V)
2-Wire INC/ 3-Wire ELV 
(120V)

Cut-off  angle 
designed for 
exellent visual 
comfort



M O D U L A R  L I G H T I N G  B Y  L I T O N

ModuLED Stealth Luminaires
• Resort World Las Vegas 
• NBCU
• Family Offi  ce

FEATURED PROJECTS



M O D U L A R  L I G H T I N G  B Y  L I T O N

ModuLED Stealth Luminaires
• Wildhorse Creek Apts., Chesterfi eld, MO 

FEATURED PROJECTS


