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SURFACE MOUNTED

(MTSRF) 
Linear

L-Shape

C-Shape

T-Shape

Rectangle

X-Shape

A

B

C

D

B:Black

W:White

CSTM: 
Custom  
(Specify RAL 

Color Number)

TRACK SHAPE

DIMMING OPTION

POWER FEED METHOD

LENGTH (input values in Inches)

ANGLE (Input value in degrees)

X°

Y°

Leave blank for 90°

To save costs, 

variance of ±6" is OK

 

Dimensions have to be 

exactly has specified

FINISH
No Dimming Needed

Phase Dimming ELV/ Incandescent

0-10V Dimming

Lutron ECOsystem

DALI DImming

DMX Dimming

Low Voltage PWM/POE Dimming

x°

x°

y°

x°

x°

x°

PROJECT:______________________________________________________ TRACK QUANTITY_____________________________

REP: ___________________________________________________________ TYPE: ________________________________________

RMT-EC61

RMT-TF61 Top Powered (Remote)

JBX-96UE 120V/277V   (Integral 
with Conduit Entry)

End Cap Powered
(Remote Power Supply)

*Unless a value is requested, please mark with X your selection. 

https://moduled.io/stealth-dc-series-modular-slot/surface.html
HP
Línea

HP
Línea

HP
Cuadro de Texto
112922
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Length CCT Finish Lumens/Ft 

       MM112: 1'       T27:2700K        B: Black        Blank: 500Lm

       MM124: 2'       T30:3000K        W: White        L08: 1,100Lm

       MM136: 3'       T35:3500K

       MM148: 4'       T40:4000K

       MM172: 6'       RGB+W

       MM196: 8'       TWM
    (Warm Dim)

Length CCT Finish Beam Spread

       MM206: 6"       T27:2700K        B: Black        B15: 15º Narrow

       MM212: 12"       T30:3000K        W: White        B40: 40º Flood

       MM218: 18"       T35:3500K        B60: 60º Wide

      T40:4000K        B3060: 30ºx60º 

Finish CCT Beam Spread

      MM8B: Black       T27:2700K        B20:20º Spot

      MM8W: White       T30:3000K        B40:40º Flood

      T35:3500K

      T40:4000K

Length CCT Beam Spread Options

      MM3Q: 650lm       T27:2700K        B10:15º Narrow        LVR:Louver

      T30:3000K        B20: 20º Spot       SFL:Soft Focus Lens

Finish       T35:3500K        B40: 40º Flood        ML39: Red Filter

      B: Black       T40:4000K        B3060: 30ºx60º        ML40: Yellow Filter

      W: White        (Asymmetric)        ML41: Blue Filter

       ML42: Amber Filter

       ML43: Green Filter

Length CCT Beam Spread

      MM8JB: Black        T27:2700K       B20: 20º Spot

      MM8JW:White        T30:3000K       B40: 40º Flood

       T35:3500K       B3060: 30ºx60º 

       T40:4000K
      (Asymmetric)

Length CCT Beam Spread Options

      MM307:650lm       T27:2700K        B10:15º Narrow        LVR:Louver

      MM315:1500lm       T30:3000K        B20: 20º Spot        SFL:Soft Focus Lens

      T35:3500K        B40: 40º Flood        ML39: Red Filter

Finish       T40:4000K        B3060: 30ºx60º        ML40: Yellow Filter

      B: Black        (Asymmetric)        ML41: Blue Filter

      W: White        ML42: Amber Filter

       ML43: Green Filter

Length CCT Finish Beam Spread

       MM407:650Lm        T27:2700K       B: Black        B10: 15º Narrow

       T30:3000K       W: White        B20: 20º Spot

       T35:3500K        B40: 40º Flood

       T40:4000K

Size (Diameter) CCT Finish Cord Length

      MM6PD05: 5"        T27:2700K       B: Black        12: 12"

      MM6PD07: 7"        T30:3000K       W: White        24: 24"

      MM6PD12: 12"        T35:3500K        36: 36"

       T40:4000K        48: 48"

       60: 60"

       72: 72"

Size (Diameter) Finish Single/Double

      MMEXT: No Stem       B: Black        1: Single Side

      MMEXT12: 12" Stem       W: White        2: Double Sided

      MMEXT24: 24" Stem

      MMEXT36: 36" Stem

      MMEXT48: 48" Stem

Length CCT Finish Beam Spread

      MM2J: 6"        T27:2700K        B: Black        B10: 15º Narrow

       T30:3000K        W: White        B20: 20º Spot

       T35:3500K        B40: 40º Flood

       T40:4000K        B3060: 30ºx60º 

       (Asymmetric)

MM1

MM2

MM8

MM3

MM3Q

PROJECT:_______________________________________________________________ 

REP: ____________________________________________________________________

MM2J

MM8J

MM4

MM6PD

MMEXT

QTY

QTYQTY

QTY

QTY

QTY

QTY

QTY

QTY

QTY

TYPE : ____________________________ 

DATE: ____________________________
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The ModuLED MM1 linear diff used module allows downlighঞ ng to be 
spread out evenly and cleanly. This streamlined module will fi t into any 
space giving it an all over refi ned look. This module is off ered in variety 
of color temperatures and beam spreads. 


MTPDN
1.5" Pendant
Modular Track


MTRFG
1.5" Recessed Flanged


Modular Track
moduled.io/MTRFG moduled.io/MTRTS moduled.io/MTSRF moduled.io/MTPDN


MTRTS
1.5" Recessed Trimless


Modular Track


MTSRF
1.5" Surface


Modular Track


1(-T35) is special order. Minimum order quanঞ ঞ es apply. 
2(-BWNG) is special order. Minimum order and extended lead ঞ mes apply. Consult factory. 
3Refer to Modular Track Specifi caঞ on Sheets for more complete informaঞ on.
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Length
1' MM112
2' MM124
3' MM136
4' MM148
6' MM172
8'  MM196


Finish
Black B
White W


Lumens (Nominal Delivered)
500lm (9W) per foot Blank
1100lm (12W) per Foot -L08


CCT
2700K, 90 CRI -T27
3000K, 90 CRI -T30
3500K, 90 CRI -T35 1


4000K, 90 CRI -T40
Warm Dimming 
1850K-3000K 


-TWD


Distribuঞ on
None Blank
Batwing -BWNG2


Ordering Example: MM124B-L08-T27 


 • Pixel free illumina  on
 • Two lumen op  ons
 • Warm dimming op  on
 • 500lm-8800lm 


Warm Dimming


 1-5/16" 


MM148: L = 47-3/8" 
MM172: L = 71" 
MM196: L = 94-5/8" 


SIDE VIEW


BOTTOM VIEW


1-15/16" 


L


MM112: L = 11-15/16"
MM124: L = 23-3/4"
MM136: L = 35-1/2"


MM124
Length Finish Lumens CCT Distribuঞ on


2021.09.24


TYPE  
CATALOG#


PROJECT  


®


™


MM1 - LINEAR DIFFUSED 
ILLUMINATED MODULE (STATIC WHITE)


COMPATIBLE MOUNTING & POWER SUPPLIES3



https://moduled.io/1-5-recessed-flanged-modular-track.html

https://moduled.io/1-5-recessed-trimless-modular-track.html

file:///C:/Users/kurt/Desktop/moduled.io/MTSRF

https://moduled.io/1-5-pendant-modular-track.html





Applica  ons
The MM1 linear diff used illuminated 
module puts light where it is needed 
without drawing a� enঞ on to the fi xture, 
creaঞ ng conঞ nuous, uninterrupted lines 
of amazing glare-free LED light in a 
variety of diff erent architectural spaces 
from high-end offi  ce conference rooms, 
lobbies, public walkways, art galleries 
and exhibiঞ ons, to residenঞ al homes and 
apartments.


Housing
Extruded aluminum in black or white high 
quality powder coat fi nish for maximum 
durability.


Lens
Diff used white acrylic for pixel free 
illuminaঞ on. (-BWNG) opঞ onal diff used 
lenঞ cular batwing distribuঞ on provides 
uniformity and visual comfort. (-BWNG) is 
special order. Minimum order and extended 
lead ঞ mes apply. Consult factory.


Moun  ng
Illuminated Module fi ts into Recessed 
Flanged (MTRFG), Recessed Trimless 
(MTRTS), Surface (MTSRF) and Pendant 
(MTPDN) modular track systems. 


LED Details
Color Temperature - LEDs binned to 3-step 
MacAdam ellipses within the ANSI C78 
377A standard for color temperature and 
chromaঞ city ranges light binning allowance.  
90 CRI standard. 


Lumen Maintenance - Minimum 50,000 
hours L70 life based on ANSI TM-21 
calculaঞ ons from LM80 standardized test 
results. 


Electrical Components
Thermal Management - Eff ecঞ ve thermal 
management facilitated by integral 
extruded aluminum heat sink design for 
maximum heat dissipaঞ on to provide long 
LED life.


Driver - Highly effi  cient 24V DC with a 
power factor up to 0.99. 120V/277V 
AC for any residenঞ al or commercial 
applicaঞ ons.


Dimming - Superior PWM dimming 
technology compaঞ ble with many 
models of Triac, ELV, and 0-10V forward 
and reverse phase dimmers, and on/off  
switches. All models under 24V/96W are 
Class 2 compliant, making them safe and 
inspecঞ on-ready. They are derated, which 
means they can be loaded to maximum 
wa� age capacity, with a minimum load of 
only 10%.


Cer  fi ca  ons and Lis  ngs
ETL/cETL listed to UL1598 and UL8750. 
Suitable for dry and damp locaঞ ons. NYC  
approved: Calendar #41937. CCEA (City 
of Chicago Environmental Air) Cerঞ fi ed: 
Conforms to CCEA-200 with Secঞ on 
18-27-300.22 and special requirements 
Secঞ on 14-20-210C-4.


Warranty
Covered by a 5-Year Warranty to be free 
of defects in materials and cra[ smanship. 
Recommended for applicaঞ ons where 
ambient temperatures do not exceed 35°C. 
Installaঞ ons exceeding this temperature 
will result in reduced LED lamp life and a 
voided warranty.  


SPECIFICATION
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®


™
MM1 - LINEAR DIFFUSED 
ILLUMINATED MODULE (STATIC WHITE)





		Text1: 

		Text2: 

		Text3: 





	Texto3: 
	Texto5: 
	Texto6: 
	Texto7: 
	Texto8: 
	Texto9: 
	Texto10: 
	Texto11: 
	Casilla de verificación1: Off
	Casilla de verificación2: Off
	Casilla de verificación3: Off
	Casilla de verificación4: Off
	Casilla de verificación5: Off
	Casilla de verificación6: Off
	Casilla de verificación7: Off
	Casilla de verificación8: Off
	Casilla de verificación9: Off
	Casilla de verificación10: Off
	Casilla de verificación11: Off
	Casilla de verificación12: Off
	Casilla de verificación13: Off
	Casilla de verificación14: Off
	Casilla de verificación16: Off
	Casilla de verificación17: Off
	Casilla de verificación18: Off
	Casilla de verificación19: Off
	Casilla de verificación20: Off
	Texto12: 
	Texto13: 
	Texto14: 
	Texto15: 
	Texto16: 
	Texto17: 
	Texto18: 
	Texto19: 
	Texto20: 
	Texto21: 
	Casilla de verificación15: Off
	Casilla de verificación29: Off
	Casilla de verificación30: Off
	Casilla de verificación31: Off
	Casilla de verificación32: Off
	Casilla de verificación33: Off
	Casilla de verificación34: Off
	Casilla de verificación35: Off
	Casilla de verificación36: Off
	Casilla de verificación37: Off
	Casilla de verificación38: Off
	Casilla de verificación39: Off
	Casilla de verificación40: Off
	Casilla de verificación41: Off
	Casilla de verificación42: Off
	Casilla de verificación43: Off
	Casilla de verificación44: Off
	Casilla de verificación45: Off
	Casilla de verificación46: Off
	Casilla de verificación47: Off
	Casilla de verificación48: Off
	Casilla de verificación49: Off
	Casilla de verificación50: Off
	Casilla de verificación51: Off
	Casilla de verificación52: Off
	Casilla de verificación53: Off
	Casilla de verificación54: Off
	Casilla de verificación55: Off
	Casilla de verificación56: Off
	Casilla de verificación57: Off
	Casilla de verificación58: Off
	Casilla de verificación59: Off
	Casilla de verificación60: Off
	Casilla de verificación61: Off
	Casilla de verificación62: Off
	Casilla de verificación63: Off
	Casilla de verificación64: Off
	Casilla de verificación65: Off
	Casilla de verificación66: Off
	Casilla de verificación67: Off
	Casilla de verificación68: Off
	Casilla de verificación69: Off
	Casilla de verificación70: Off
	Casilla de verificación71: Off
	Casilla de verificación72: Off
	Casilla de verificación73: Off
	Casilla de verificación74: Off
	Casilla de verificación75: Off
	Casilla de verificación76: Off
	Casilla de verificación77: Off
	Casilla de verificación78: Off
	Casilla de verificación79: Off
	Casilla de verificación80: Off
	Casilla de verificación81: Off
	Casilla de verificación82: Off
	Casilla de verificación83: Off
	Casilla de verificación84: Off
	Casilla de verificación85: Off
	Casilla de verificación86: Off
	Casilla de verificación87: Off
	Casilla de verificación88: Off
	Casilla de verificación89: Off
	Casilla de verificación90: Off
	Casilla de verificación91: Off
	Casilla de verificación92: Off
	Casilla de verificación93: Off
	Casilla de verificación94: Off
	Casilla de verificación95: Off
	Casilla de verificación96: Off
	Casilla de verificación97: Off
	Casilla de verificación98: Off
	Casilla de verificación99: Off
	Casilla de verificación100: Off
	Casilla de verificación101: Off
	Casilla de verificación102: Off
	Casilla de verificación103: Off
	Casilla de verificación104: Off
	Casilla de verificación105: Off
	Casilla de verificación106: Off
	Casilla de verificación107: Off
	Casilla de verificación108: Off
	Casilla de verificación109: Off
	Casilla de verificación110: Off
	Casilla de verificación111: Off
	Casilla de verificación112: Off
	Casilla de verificación113: Off
	Casilla de verificación114: Off
	Casilla de verificación115: Off
	Casilla de verificación116: Off
	Casilla de verificación117: Off
	Casilla de verificación118: Off
	Casilla de verificación119: Off
	Casilla de verificación120: Off
	Casilla de verificación121: Off
	Casilla de verificación122: Off
	Casilla de verificación123: Off
	Casilla de verificación124: Off
	Casilla de verificación125: Off
	Casilla de verificación126: Off
	Casilla de verificación127: Off
	Casilla de verificación128: Off
	Casilla de verificación129: Off
	Casilla de verificación130: Off
	Casilla de verificación131: Off
	Casilla de verificación132: Off
	Casilla de verificación133: Off
	Casilla de verificación134: Off
	Casilla de verificación135: Off
	Casilla de verificación136: Off
	Casilla de verificación137: Off
	Casilla de verificación138: Off
	Casilla de verificación139: Off
	Casilla de verificación140: Off
	Casilla de verificación141: Off
	Casilla de verificación142: Off
	Casilla de verificación143: Off
	Casilla de verificación144: Off
	Casilla de verificación145: Off
	Casilla de verificación146: Off
	Casilla de verificación147: Off
	Casilla de verificación148: Off
	Casilla de verificación149: Off
	Casilla de verificación150: Off
	Casilla de verificación151: Off
	Casilla de verificación152: Off
	Casilla de verificación153: Off
	Casilla de verificación154: Off
	Casilla de verificación155: Off
	Texto1: 
	Texto2: 
	Texto4: 
	Texto22: 


