MODULAR LIGHTING BY LITON MODULED

Why ModuLED

The ModulLED Linear system allows you to get creative and think outside the box.

Designed to fit together like building blocks, the system is perfect for lighting designers who want
endless opportunities and zero limitations on their designs. Whether wall washing, spotlighting or
general downlighting, the ModuLED system allows for a custom look without the custom price tag.
You will be able to meet so many of your clients’ needs with one low profile rectilinear system.

Stand Out Features:

Sleek, Minimal “Un-Cluttered” Appearance
Full CCT range 2700 - 4000K
Full range lighting options - Diffuse, Direct, Adjustable, Linear, Spot, Wall Graze, Indirect Uplight

Complete Color/Light Control: RGBW, White CCT Tuning, Warm Dimming, DMX, Bluetooth,
Lutron, O-10V, ELV/Triac, UniDim, DALI

Mount EM fixtures and Exit signs without additional ceiling clutter.
NEW - Installation to Acoustic Materials

Why 24V DC?

Minimal Channel and Components

Cleanest Line of Continuous light over multiple fixtures with 50" max diffuse lens
Cleaner Pendant Drops with Power Over Cable (special order)

Can install powered sensors for proximity detection and/or daylight control

Can install 5V USB power adaptors to Track

Most flexible spacing between modules.

Why 120V/277V AC?

Less Headaches!

Less Materials and Labor

Less Visible Power Drops for Pendant Runs

DALI, DMX, Tunable White with individual fixture control.
Fixture & Lamp Agnostic

Adaptors for Customer fixtures (25Ib limit)

* Special Order
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MODULAR LIGHTING BY LITON

MODULED

Competitive Analysis

ModuLED BRAND FL BRAND XL
STEALTH
as of 02/01/23 as of 02/01/23 as of 02/01/23

AVAILABLE MODULES
Linear Light Bars in RGBW Yes N/A N/A
Exit Signage Yes N/A N/A
Pendants Yes Yes Yes
Linear Light Bars Yes Yes Yes
Spot Lights Yes Yes Yes
Down Lighting Yes Yes Yes
Fixture Mounting Mechanical / Snap In System Magnetic Magnetic

MOUNTING OPTIONS
Recessed Flanged Mount Yes N/A N/A
Recessed Trimless Mount Yes Yes Yes
Surface Mount Yes Yes Yes
Pendant Mount Yes Yes Yes
Uplight Pendant Mount Yes Yes Yes

COLOR TEMPERATURE
Pendant 27K / 30K / 35K / 40K 27K/ 30K 27K/ 30K / 35K
Spot Light 27K/ 30K / 35K / 40K 27K/ 30K 27K/ 30K / 35K
Down Lighting 27K/ 30K / 35K / 40K 27K/ 30K 27K/ 30K / 35K
Linear Light Bar 27K/ 30K / 35K / 40K 27K/ 30K 27K/ 30K / 35K

(special order) / Warm Dim
1850K-3000K
FEATURES
Vertical Corner Yes Yes Yes
“L” Corner Yes Yes Yes
Finishes Black / White Black Black é'
American Unit Lengths Used 24in/48in/72in/96in/ Custom 39.4in/5%9in/78.7in/ 98.4in 2ft/4ft/8ft/Custom
Opening 1.5" 1.4" 1%=1.13"
# Of Pendants 5 3 4
Screwless End Caps YES YES YES
Concealed Copper YES YES YES
24V / 48V 24V 24V 48V
120V7277V Direct Power Integral 120/277V Power Supply No No
DEVICE MODULES

Integral Occ / Motion Sensor YES N/A N/A
Daylight / Photo Sensors YES N/A N/A
5 Volt USB Outlet YES N/A N/A
Speakers YES N/A N/A
Emergency Back Up Options YES N/A N/A

WARRANTY / RETURN POLICY

Warranty

5 Year Warranty

2 Years From Date of Sale

5 Year LED Warranty
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